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SDA10-48100 series Constant Current Discharge Characteristics (25°C,77°F) Discharge curves

e . SDA10-48100 Discharge time at different load power
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46.5V 9.35 4.60 2.86 1.99 1.50 117 0.90 077 0.52 034 S
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45.0V 9.89 477 3.10 224 175 1.44 117 1.03 0.85 077 2 8 \
43.5V 10.02 487 3.14 229 1.80 1.49 122 1.09 0.96 0.87 6 \
42,0V 10.10 4.95 3.22 236 185 1.54 1.26 113 0.99 091 a \
40.0V 10.16 5.05 3.32 244 1.92 1.60 132 118 1.04 097 \
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SDA10-48100 Constant Power Discharge Characteristics (25°C,77F)

Power/W
480 960 1440 1920 2400 2880 3360 3840 4320 4800
Voltage Time/h

46.5V 9.32 4.56 2.82 197 1.49 1.15 0.88 0.75 0.51 0.34
45.0V 9.86 474 3.07 2.23 1.74 142 1.16 1.01 0.84 0.77
43.5V 9.99 4.84 3.10 2.27 1.79 147 1.20 1.07 0.94 0.86
42.0V 10.07 491 3.18 2.34 1.84 152 1.24 111 0.97 0.91
40.0V 10.13 5.02 3.28 242 191 1.58 1.30 1.16 1.02 0.96

*1. Cycle Life: calculated with end capacity defined as 60% of original.
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